
 Instructions for GWR 10ton Loco Coal Wagon : 
There are two lengths of solebar supplied: for 16' 6" & 17' 6" wagons. 
This kit requires the short solebars. When first built, all wagons had 
spoked wheels, but some may have ended up with 3-hole disc wheels.
Remove parts from sprues with a sharp knife. Use solvent for assembly 
e.g. Liquid Poly or Polsol (Read & follow manufacturers' instructions). If 
using sprung 3-link couplings it is easier to fit them to the headstocks
before construction.
Hornby couplings can be 
fitted using the adaptor 
blocks.  Fit bearings into back 
of "W" irons, then fit axleboxes 
onto  bearings,. You will find 
this easier if a small amount of 
solvent is put in the hole in the 
back of the axlebox first. Then  fit 'W' iron units to back of 
correct solebars.  Thread 
buffer collars onto shanks 
(about 1/2 way along 
length) then push into 
buffer body on headstock.
Fit solebars to floor, then 
add headstocks, which fit 
onto the ends of the 
solebars. Ensure 
components are square. 
When joints have 
hardened, spring in the 
wheels. The body can 
now be fitted round the 
floor. 

Fit brakegear from the body sprue on one side only (do not use 
brakegear from the solebar moulding). A length of 20thou plastic rod 
(not supplied) can be fitted between the brakegear & the 'V' hanger on 
the opposite side. Brake levers were fitted on both sides. Do not fit 
door springs.
Livery (With Precision Paint Nos.)  GWR �— Dark Grey overall (P19), 
with white lettering (HMRS Transfers or Modelmaster Transfers), the 
'G' & 'W' should be about 5.3mm high. BR �— Black overall (P981), 
with white  or 'straw' lettering; or possibly some in the later Gulf Red 
(P?)  body, rest black, with white lettering. 
PROTOTYPE: N30 loco coal wagons were introduced in 1930 and 
over 200 were built.

 


