
Instructions for Y25 Bogies:  
Alan Gibson or Romford 12mm disc (or disc brake) wheels & bearings are required for these bogies. 
Fit the bearings and add the wheels by putting one axle into a bearing and gently spreading the frames so that the other end 
can be put into its bearing. 
The bearings can be adjusted by moving them in or out to give the best running of the wheels. Fit the axleboxes fronts (small 
“cups”) onto the bearings. Put screws through bolsters from the side with 4 pegs, place the bogie on the bolster & add the 
nut. 
Hornby, or Bachmann Mini couplings can be fitted by adding the adaptor plates to the pegs on the underside of the bogie 
centre extension and attaching the coupling to the adaptor. If the inner or middle position is used, the part of the bogie that 
protrudes beyond the adaptor should be cut off. You will probably need to trim the coupling to clear the wheels when using 
the inner position. 
Fit either hand-wheels into frame opening, or fit brakeshoes. These mount  on the back of the side frames. Use the shorter 
shoes for the centre pairs. Ensure that the middle of the shoe lines up with the wheel centre and is clear of the wheel. The 
outer end cross bars can be fitted if the coupling mounting is cut off (when using scale or Kadee couplers etc.
NOTE: due to the main moulding being in one piece it is not possible to have locating holes or pegs for the brakeshoes/end 
crossbars, as the back of the sideframes has to be flat, in order to remove the bogie from the mould.

Instructions for Y25 Bogies:  
Alan Gibson or Romford 12mm disc (or disc brake) wheels & bearings are required for these bogies. 
Fit the bearings and add the wheels by putting one axle into a bearing and gently spreading the frames so that the other 
end can be put into its bearing. 
The bearings can be adjusted by moving them in or out to give the best running of the wheels. Fit the axleboxes fronts 
(small “cups”) onto the bearings. Put screws through bolsters from the side with 4 pegs, place the bogie on the bolster & 
add the nut. 
Hornby, or Bachmann Mini couplings can be fitted by adding the adaptor plates to the pegs on the underside of the bogie 
centre extension and attaching the coupling to the adaptor. If the inner or middle position is used, the part of the bogie 
that protrudes beyond the adaptor should be cut off. You will probably need to trim the coupling to clear the wheels when 
using the inner position. 
Fit either hand-wheels into frame opening, or fit brakeshoes. These mount  on the back of the side frames. Use the shorter 
shoes for the centre pairs. Ensure that the middle of the shoe lines up with the wheel centre and is clear of the wheel. The 
outer end cross bars can be fitted if the coupling mounting is cut off (when using scale or Kadee couplers etc.
NOTE: due to the main moulding being in one piece it is not possible to have locating holes or pegs for the brakeshoes/end 
crossbars, as the back of the sideframes has to be flat, in order to remove the bogie from the mould.

The handwheel fits in the triangular 
frame opening against the upright side 
(“outer” end of bogie both sides)

The handwheel fits in the triangular 
frame opening against the upright side 
(“outer” end of bogie both sides)


